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Free-Standing cabinets Stainless
steel H370, single door

e Stainless steel

¢ Free-standing cabinet

Depth-500 mm
¢ Protection class IP/Nema/Type: see technical data

e System accessories permit modular extension

Product description

Free-standing cabinets with single or double door design. Available with or without mounting plate. Mounting rails for 100 % utilization of hawa
accessories available as option.

Protective grounding according to DIN EN 61439-1, M8x20 studs on all movable and detachable parts as well as on top and bottom frame
areas, mounting plate with ground connector screw and cable entry plates with drilling

Flanged edges prevent dust and water from entering when opening the door

Doors with seamlessly foamed gasket can be mounted either at left or right side, standard delivery includes doors hinged on right side, Opening
angle 120° can be modified to 180°, Locking: Bar lock, standard with 3 mm double mandrel bolt, Bolted reinforcement and attachment frame of
solid square tubes perforated with 4.5 mm holes every 25 mm, From width 800 mm with stop roller

Top plate can be removed, with 4 lifting eyes M12 to DIN 580
Bottom with three-part, adjustable cable entry plate and 10.6 mm mounting holes.

C-flanged mounting plate, adjustable to depth every 25 mm; quick and easy mounting with hawa locking brackets.
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Technical Data

e Order No.: 0370-1016-50-00

Protective ground connection: according to DIN EN 61439-1

Protection type: IP56
Type 1, 12, 3R optional

Material: Stainless steel no. 1.4301
e Approval: cULus

¢ Dimension: Width: 1000 mm Height: 1600 mm Depth: 500 mm

Weight: 101.5 kg

Cabinet type: Free standing cabinets
e Type: without mounting plate

e Surface: Externally brushed

Sheet thickness: Door: 2 mm(ga)
Frame/Body: 1,5 mm(ga)
Rear wall: 1,5 mm(ga)

Notice

e Rear panel with hinged door or other modifications involve delivery time. Price upon request.
¢ Attention: Center attachment type 0391-0003-..-00 cannot be combined with vertical mounting rails type 0391-90..-00-03.
e Modular assembly is achieved by using the horizontal/vertical mounting rails.

¢ Please refer to base drawings for base mounting dimensions.

Scope of Delivery

¢ Cabinet complete with lifting eyes, top plate, bottom cable entry plate and 1 key
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D 88489 Wain

hawa GmbH
Industriestral3e 12
Tel. +49 7353 98460

info@haewa.de

D 08451
Crimmitschau

Sachsenweg 3
Tel. +49 3762 95271/2

vertrieb.c@haewa.de

D 47167 Duisburg
Gewerbegebiet
Neumdihl
Theodor-Heuss-Str. 128
Tel. +49 203 346530

vertrieb.d@haewa.de

D 63477 Maintal
Dérnigheim

Carl-Zeiss-StraRe 7
Tel. +49 6181 493031

vertrieb.rm@haewa.de

CH 8967 Widen

hawa (schweiz) ag
Gyrenstrasse 5a
Tel. +41 43 3662222

info@haewa.ch

NL 7548 CV
Enschede

hawa Nederland B.V.
De Plooy 6
Tel. +31 53 4321835

info@haewa.nl

F 67600 Sélestat

héwa France Sarl
22, Rue Roswag
Tel. +33 672 71 3309

info@haewa.fr

USA Duluth,
GA 30097

haewa Corporation
3768 Peachtree Crest Drive
Tel. +1 770 9213272

info@haewa.com

Schmachtl GmbH

Pummererstrale 36
AT 4020 Linz
Tel. +43 732 76460

office.linz@schmachtl.at

DK 6400 Sonderborg

Elcor Senderborg N A/S
Grundtvigs Alle 165-169
Tel. +45 73 121212

eegholm@eegholm.dk

ES 48450 Etxebarri

hawea ibérica, s.I.
Poligono Leguizamén

c/Araba, Pab.11
Tel. +34 944 269521
ketxe@ketxe.net

Export 88489 Wain

hawa
Industriestraf3e 12
Tel. +49 7353 98460

sales.export@haewa.de
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